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Van Tuyl develops and manufactures pottery equipment for the ceramic industry. 
 

 

 
Banding Wheel: 

 Stable banding wheel for sculpting and glazing. 

 30cm diameter 

 360° rotation 

 Aluminum rotation disk mounted on bearings. 

 Can hold up to 5kg 

 

 
Extruder: 

 Hand-operated extruder for producing small shapes such as cup 
handles and edging strips. 

 115mm diameter Stainless steel barrel 

 Can be mounted on a bench (table-top) or wall. 

 Comes standard with 6x pre-cut dies, a Z brace, anchor screws 
and a die mask. 
 

 

 
Slab Roller: 

 For rolling out slabs of clay used for hand building and sculpting. 

 Uses the “moving table” principle as opposed to the “moving 
roller” assembly. 

 Smaller table-top unit with a table size of 600mm x 450mm 

 Free-standing unit (as seen in picture) with a table size of 
800mm x 600mm 
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Blunger: 

 For keeping clay slip in suspense. 

 0.37 kW motor driving through a 10:1 reduction gearbox. 

 145 r.p.m. rotation speed. 

 50mm output diameter. 

 200 liter tank. 

 1800mm (H) x 600mm (D) x 600mm (W) 
 

 

 
Clay Mixer: 

 For blending clay to the perfect consistency, either from clay 
powder or recycled scraps and slurry. 

 2,2 kW electric motor through a right angle gearbox. 

 56 r.p.m. output speed. 

 Stainless steel paddle action blades with a safety grid fitted over. 

 1600mm (L) x 860mm (H) x 500mm (W) – Including the stand. 
 

 

 
Pug Mill: 

 For mixing clay or other materials into a plastic state. 

 Designed around a 170mm dia full auger, turning at 38 r.p.m. 

 200mm Input diameter. 

 Reduces the clay to an outlet diameter of 75mm, or 100mm, 
depending on your requirements. 

 

 
Specs: 
 

 
 


